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LASER BAR STABILIZER SETUP 

The Monster laser bar stabilizer improves the rigidity of the laser bar, eliminating any 

sagging or dropping when the laser bar is in use . The machined UHMW pads on the 

stabilizer ensure smooth, easy adjustment of the laser bar while maintaining the rigidity 

necessary for hollowing accuracy. These instructions will help you assemble the laser 

and stabilizer bar. 

All configurations of the Monster laser are basically the same, whether you have 

purchased the laser assembly by itself or with any of our hollowing systems. We also 

manufacture and sell adapters (shown below) that will allow you to mount the Monster 

laser on many different systems on the market today, including most homemade 

hollowing systems. 

 



When you unpack the laser system, you’ll find the pre-assembled laser bar with laser, 

battery box with mounted switch, and batteries, all ready to go. You will also find these 

parts: 

� Laser bar clamp 

� 2 adjustable clamp arms 

� 2 hardened washers 

� Machined 1/2" diameter round upright bar 

� Stabilizer bar (with 2 UHMW pads mounted) and assembly screw 

� Height collar 

� Allen wrench 
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Follow these steps to assemble the laser stabilizer: 

1. First, lay the laser clamp on a flat surface with the 3/8” slot facing down. Put the 

stabilizer bar into the 1/2" wide machined slot, aligning the center mounting hole in 

the stabilizer bar with the threaded hole in the clamp. Insert the 10-32 button head 

cap screw and tighten with the 1/8” Allen wrench supplied. The bar looks like this 

when it is correctly mounted to the clamp: 

 

2. Next, lay the clamp with stabilizer bar flat on the table and insert the laser and the 

adjustable clamp screw and washer, paying close attention to which side of the 

washer goes against the square bar. There is a rounded side of the washer and a 

flat side, due to the way most washers are manufactured.  



 

When assembled, the flat side of the washer should be facing the square bar. 

Properly adjusted, the clamp arm will look similar to this: 

   

3. Finally, screw the 1/2" diameter upright bar into the hollowing system (or the 

Monster laser mounting bracket for your system), and attach the adjustable collar. 

Slide the laser clamp over the bar and tighten the adjustable clamp screw. 



 

When properly set up, when you loosen the laser to adjust the laser in and out, 

adjustments will be easier if you let the handle of the adjustable screw clamp ride 

against the upright post.  By doing this, it will free your hands up for making closer 

adjustments. 

 


